	Property
	Units
	PE WAX CPW-01
	PE WAX CPW-02
	PE WAX CH-4A
	PE WAX CPW-03
	PE WAX CH-9A

	Old code
	
	PE WAX CH-2A
	PE WAX CH-3A
	
	PE WAX CH-6A
	

	Additive
	Type
	Low molecular weight Polyethylene

	Molecular weight
	Dalton
	2500
	3000
	4000
	≥ 4000
	> 4000

	Drop point
	ºC
	103 – 105
	105 – 107
	108 – 110
	110 – 115
	118 – 120

	Density
	Kg/m3
	920
	920
	920
	920
	920

	Particle size
	mm
	Small Flakes 
	Small Flakes
	Powder
	Small Flakes
	Small Beads

	Colour (molten state)
	Gardner
	<2
	< 2
	< 2
	< 2
	< 2

	Acid Number
	mgKOH/g
	≤ 0.5
	≤ 0.5
	≤ 0.5
	≤ 0.5
	≤ 0.5

	Moisture content
	%
	< 0.1
	< 0.1
	< 0.1
	< 0.1
	< 0.1


Typical properties

(*) Tests are performed according to the TANAMERA Test Methods based upon International Standards
Quoted test results should not be used for specification purposes but are typical values intended for guidance only.

Packaging

TANAMERA PE WAXES are supplied in 25 kg PP woven bags. 

Recommended storage life: up to 6 months provided it is stored as directed.

